
	

	
	

	
	
	
	
	
	
	
	
	
	
	

THE	CITY	OF	ARNOLD,	MISSOURI	
	

REQUEST	FOR	BID	
	

PORTABLE	SALT	CONVEYER	
	

January	2017	
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CITY	OF	ARNOLD	
ADVERSTISEMENT	FOR	BIDS	

PORTABLE	SALT	CONVEYOR	PORTABLE	SALT	
	

Notice	is	hereby	given	that	sealed	bids	for	the	purchase	of	a	Portable	Salt	Conveyor	will	
be	received	by	the	City	Clerk	at	City	Hall	2101	Jeffco.	Blvd.,	Arnold,	Missouri	63010,	until	
10:00	a.m.,	Tuesday,	February	28,	2017,	at	which	time	the	bids	will	be	publicly	opened	
and	read.		Bids	(original	and	1	copy)	must	be	submitted	in	a	sealed	envelope	marked	
“Salt	Conveyor”	in	lower	left	corner.	
	
Specifications	and	bid	documents	are	available	for	pickup	on	or	after	Friday,	January	27,	
2017	at	the	Public	Works	Department,	2900	Arnold	Tenbrook	Rd.,	Arnold,	Missouri,	by	
calling	the	Public	Works	Office	at	(636)	282-2386	or	on	the	City’s	website	at	
www.arnoldmo.org		
	
The	City	of	Arnold	hereby	reserves	the	right	to	reject	any	or	all	bids,	to	waive	any	
informalities	in	the	bids	received,	and	to	accept	the	bid	or	bids	that	in	its	judgement	will	
be	for	the	best	interest	of	the	City	of	Arnold,	Missouri.	
	

By	Order	of	
Tammi	Casey,	City	Clerk	
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Salt	Conveyor	Equipment	Specifications	
	

The	City	of	Arnold	will	accept	bids	for	the	purchase	of	one	(1)	portable	salt	conveyor	similar	to	
what	is	shown	on	Exhibit	“A”.		The	salt	conveyor	shall	meet	or	exceed	all	specifications	as	herein	
set	out.		The	salt	conveyor	shall	be	completely	assembled	and	ready	to	use	using	the	most	
recent	means	and	procedures	developed	under	the	industry’s	state	of	the	art	whether	or	not	
those	technological	means	and	procedures	are	specifically	set	out	in	these	specifications.	
	

1. Portable	Conveyor	must	have	a	304	stainless	steel	undercarriage.	
	
2. General:	(or	approved	equal)	

Length:		 	 	 	 -			70	feet	(Center	of	Head	Roller	to	Center	of	
Tail	Roller)	

Width:	 	 	 	 	 -			24	inch	(Belt	Width)	
Conveyor	Capacity:	 	 	 -			300	TPH	(based	on	salt	at	70	lbs.	per	cubic	ft.		
	 	 	 	 	 				and	an	angle	of	32	degrees)	
Maximum	Transport	Height:	 	 -			13	feet	6	inches	
Maximum	Transport	Length:	 	 -			75	feet	
Maximum	Transport	Speed:	 	 -			Safe	up	to	50	MPH	
Operating	Height:	 	 	 -			Adjustable	up	to	35	feet	
Slider	Pad:	 	 	 	 -			5/8”	UHMW	in	lieu	of	rollers	
Return	Idlers:	 	 	 	 -			Pobco	with	stainless	steel	shaft	
	 	 	 	 	 -			Length-26”	x	diameter	–	2	7/8”	
	

3. CONVEYOR	CONSTRUCTION:	(or	approved	equal)	
	 Conveyor	Sides	and	Bracing:	 	 -			10	gauge	304	stainless	steel	bracing	
	 	 	 	 	 	 -			2”	x	2”	x	1/4”	angle	cord	and	1	½”	x	3/16”		
	 	 	 	 	 	 				webbing	in	304	stainless	steel	
	 Webtruss:	 	 	 	 -			2”	x	6”	x	3/16”	304	stainless	steel	formed		
	 	 	 	 	 	 				angle	web	support	with	3/16”	plate		 	
	 	 	 	 	 	 				reinforcement	for	hydraulic	cylinder	support	
	 Dust	Covers:	 	 	 	 -			18	gauge	304	stainless	steel	
	 Deflector:	 	 	 	 -			10	gauge	304	stainless	steel	
	 	 	 	 	 	 -			½”	x	1”	304	stainless	steel	adjusting	handle		
	 	 	 	 	 	 				with	multiple	settings	
	 	 	 	 	 	 -			5/32”	dual	stainless	steel	cables	
	 	 	 	 	 	 -			Deflector	Fins	
	 Hitch:	 	 	 	 	 -			2”	x	6”	x	¼”	304	stainless	steel	rectangular		
	 	 	 	 	 	 				tube	hitch	frame	
	 	 	 	 	 	 				3”	I.D.	Pintle	Eye	Hitch	(4,500	lbs.	maximum		
	 	 	 	 	 	 				vertical	tongue	weight,	22,000	lbs.	maximum		
	 	 	 	 	 	 				gross	tongue	weight)	
	

4. DRIVE	SYSTEM:	(or	approved	equal)	
	 Belt	Speed:	 	 	 	 -			800-900	FPM	(as	required	to	cast	salt	10-12		
	 	 	 	 	 	 				feet	beyond	discharge	point)	
	 Power	Source:	 	 	 	 -			Danfoss	(or	equal)	OMT	500	Hydraulic	Motor		
	 	 	 	 	 	 -			1080T	Grid	Coupling	
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	 	 	 	 	 	 -			Hydraulic	Hoses	&	Fittings	
	 	 	 	 	 	 -			Brackets	&	Couplings	

Drive	Roller:	 -			Vulcanized	rubber	lagging,	10”	diameter	x		
	 26”	with	1	15/16”	shaft,	and	(2)	1	15/16”	

Pillow	Block	Bearing	
	 Tail	Roller:	 	 	 	 -			8”	diameter	x	26”	Wing	Roller	with	1	7/16”		
	 	 	 	 	 	 				shaft	and	(2)	1	7/16”	Four	Bolt	Bearing	
	 Head	Roller:	 	 	 	 -			8”	diameter	x	26”	Wing	roller	with	1	7/16”		
	 	 	 	 	 	 				shaft	and	(2)	1	7/16”	Four	Bolt	Bearing	

Belt	Track	Roller:	 	 	 -			6”	Diameter	x	26”	Steel-smooth	face	roller		
	 	 	 	 	 				with	1	7/16”	shaft	and	(2)	1	7/16”	Pillow		

				Block	Bearing	
	 Take-up	Roller:	 	 	 	 -			8”	Diameter	x	26”	Wing	Roller	with	1	7/16”		
	 	 	 	 	 	 				shaft	and	(2)	1	7/16”	Take-up	Bearing	
	 BELTING:	 	
	 Width:	 	 	 	 	 -			24”	Minimum	
	 Type:	 	 	 	 	 -			PVC	200#	Crescent	Top	
	 Splice:	 	 	 	 	 -			#3	stainless	steel	laced	
	

5. CHARGE	HOPPER:	(or	approved	equal)	
	 Type:	 	 	 	 	 -			10	gauge	304	stainless	steel	36”	W	x	32”	L	x		
	 	 	 	 	 	 				30”	H	
	

6. UNDERCARRIAGE	REQUIREMENTS:	(or	approved	equal)	
	 Undercarriage:	 	 	 	 -			3”	x	6”	x	3/16”	structural	304	stainless	steel		
	 	 	 	 	 	 				tube	
	 	 	 	 	 	 -		2”	x	2”	x	¼”	structural	304	stainless	steel	tube	
	 	 	 	 	 	 				support	stand	
	 Axle:	 	 	 	 	 -			9,000	lb.	–	oil	hub	with	5/8”	studs	
	 Tires:	 	 	 	 	 -			215/75R	–	17.5	(4,500#	radial	tires)	
	 Wheels:	 	 	 	 -			17.5	x	6.75	–	8-	stud,	heavy-duty		

				conventional		6,200#	steel	wheels	
	 Wheel	Nuts:	 	 	 	 -			5/8”	-	#18	Flange	nut	
	 Hydraulic	Lifting	System:	 	 -			Vertical	hydraulic	telescopic	3-stage	cylinder		
	 	 	 	 	 	 				120”	–	123”	stroke,	Nitride	Coating	for		
	 	 	 	 	 	 				corrosion	resistance,	with	safety	relief	valve		
	 	 	 	 	 	 				(adjustable	to	heights	13’6”	35’),	hydraulic		
	 	 	 	 	 			 				requirements	of	2000	PSI	/	20	GPM	
	 	 	 	 	 	 -			23-gallon	304	stainless	steel	reservoir	with	an	
	 	 	 	 	 	 				exterior	hydraulic	oil	filter	
	 	 	 	 	 	 -			3-way	single	lever	hydraulic	control	for		
	 	 	 	 	 	 				hydraulic	cylinder	with	hoses	and	fittings	
	 Safety	Chains:	 	 	 	 -			(2)	safety	chains	to	lock	into	operating		
	 	 	 	 	 	 			position	3/8”	alloy	steel	chain,	½”stainless		
	 	 	 	 	 	 			steel	aircraft	cable,	Crosby	alloy	safety		
	 	 	 	 	 	 			shackles	and	hooks	(operating	support	chains		
	 	 	 	 	 	 			and	cables	for	conveyor)	
	 	 	 	 	 	 -		(2)	3/8”	alloy	steel	chain	(for	tow	chains)	
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	 Lift	Jack:	 	 	 	 -		(2)	Heavy-duty	10,000#	dropleg	jack	
	 	 	 	 	 	 -		(2)	Dual	12”	(4.10/6)	diameter	1,350#	swivel		
	 	 	 	 	 	 				wheel	with	solid	rubber	or	urethane	covering	
	 Grease	Tubes:	 	 	 	 -		Stainless	Steel	grease	tubes	for	head	roller		
	 	 	 	 	 	 			(for	easy	access	from	ground)	
	

7. 304	STAINLESS	STEEL	HOPPER	WITH	MILD	STEEL	SCREENS.	(or	approved	equal)	
	 4	Ton	Hopper	Dimensions	 	 -			6’	x	12’	–	10	gauge	304	stainless	steel	
	 Hopper	Legs	 	 	 	 -			3/16”	plate	304	stainless	steel	(formed		
	 	 	 	 	 	 				channel)	
	 Door	Handle	 	 	 	 -			1	½”	x	1	½”	304	stainless	steel	(square	tubing)	
	 Door	Rail	 	 	 	 -			1”	x	1”	304	stainless	steel	(flat	bar)	
	 Adjustable	Door	Assembly	 	 -			¼”	plate	304	stainless	steel	
	 Lift	Pads	 	 	 	 -			3/16”	plate	304	stainless	steel	
	 Skids	 	 	 	 	 -			3/16”	plate	304	stainless	steel	(formed		
	 	 	 	 	 	 				channel)	
	 Screen	 	 	 	 	 -			½”	round	vertical	bar	mild	ateel	
	 	 	 	 	 	 -			1	½”	x	¼”	flat	horizontal	bar	mild	steel	on	5”		
	 	 	 	 	 	 				centers	
	 	 	 	 	 	 -			2”	x	3/8”	flat	bar	border	mild	steel	
	 Ladder	 	 	 	 	 -			2”	x	½”	304	stainless	steel	angle,		
	 	 	 	 	 	 				¾	“	304	stainless	steel	angle	steps,	16”Wx7’H	
	 Vibrator	 	 	 	 -			Single	phase,	115V/60HZ,	w/control	box	
	 	 	 	 	 	 -			Strobe	light	
	 Channel	for	Vibrator	 	 	 -			Formed	304	stainless	steel	
	

8. Training	–	Manufacturer	shall	provide	appropriate	operational	manuals	and	training	in	
the	operation	and	maintenance	care	of	the	salt	conveyor.	

	
9. Warranty	–	salt	conveyor	shall	be	covered	by	a	one	year	manufacturer’s	warranty	of	as	

offered	in	the	industry	standard.	
	

10. Manufacturer	shall	provide	service	phone	numbers	and	email	contact	information.	
	

11. Instructions	for	Bidding	
	

Each	bidder	shall	fill	out	the	accompanying	bid	form	with	the	required	information	
concerning	the	purchase	of	the	salt	conveyor	equipment.		The	purchase	price	bid	should	
include	any	shipping	&	delivery	costs.		The	purchase	bid	price	must	remain	firm	for	120	
days	after	bid	opening.		Each	bidder	shall	submit	the	following	with	the	sealed	bid.	

a. State	any	deviations	from	the	required	specifications	and	the	reason	for	the	
deviations	must	be	clearly	indicated	on	the	bid	form.	

b. Expected	time	of	equipment	delivery	to	the	City	of	Arnold	Public	Works	Facility	
at	2900	Arnold	Tenbrook	Road,	Arnold,	MO	63010	

c. The	attached	non-collusion	affidavit	signed	and	notarized.	
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NON COLLUSION FORM 

__________________________________________being duly sworn in oath deposed and states:  
 

I. That in connection with this procurement,  
 

a. The prices in this bid have been arrived at independently, without consultation, 
communication, or agreement, for the purpose of restricting competition as to any matter 
relating to such prices with any other bidder or with any competitor; 

b. The prices which have been quoted in this bid have not been knowingly disclosed by the 
bidder and will not knowingly be disclosed by the bidder prior to opening directly or 
indirectly to any other bidder; or to any competitor; and, 

c. No attempt has been made or will be made by the bidder to induce any other person or 
firm to submit or not to submit a bid for the purpose of restricting competition. 

II. The undersigned further states: 
 

a. He is the person in the bidders’ organization responsible within that organization for the 
decision as to the prices being bid herein and that he has not participated, and will not 
participate, in any action contrary to (I) (a) through (I) (c) above. 

b. He is not the person in the bidder’s organization responsible within that organization for 
the decision as to the prices being bed herein but that he has been authorized in writing to 
act as agent for the persons responsible for such decision in certifying hat such persons 
have not participated, and will not participate, in any action contrary to (I) (a) through (I) 
(c) above, and as their agent does hereby so certify; and he has not participated, and will 
not participate in any action contrary to (I) (a) through (I) (c) above. 

III. The Contractor hereby attests to their intent to comply with the American with Disabilities Act. 
(ADA). 

IV. It is expressly understood that the foregoing statements, representations, and promises are made as 
a condition to the right of the bidder to receive payment under any award made hereunder. 

 
For Corporations     ______________________________ 
      (NAME, INDICATE IF CORPORATION, 
       PARTNERSHIP OR SOLE PROPRIETOR) 
 
 
(Corporate Seal) 
      _______________________________ 
      (OFFICE HELD IN BIDDER ORGANIZATION) 
 
ATTEST: 
________________________________  By __________________________ 
   

           
Subscribed and sworn to before me this ______day of _______________, 20______ 

            
        Notary Public 

My commission expires on:     
	
	
	
	
	
	



7	
	

	

	
	
	
	
	
	
	



8	
	

BID	PROPOSAL	FORM		
City	of	Arnold,	Missouri	

PORTABLE	SALT	CONVEYOR	
	

City	of	Arnold	
2101	Jeffco	Boulevard	
Arnold,	Missouri	63010	
	
Mayor	and	City	Council	Members:	
	
In	accordance	with	the	advertised	inviting	Bids	for	the	Portable	Salt	Conveyor	in	the	City	of	Arnold,	
Missouri,	subject	to	the	conditions	and	requirements	of	the	Bid	Specifications,	the	Technical	
Specifications	including	Addenda	Nos.	________,	________	and	________,	hereto	attached,	which	so	far	
as	they	relate	to	the	Bid,	are	made	apart	of	it	for	following	lump	sum	price	which	includes	providing,	
shipping	&	delivery	to	the	Arnold	Public	Works	Facility	located	at	2900	Arnold	Tenbrook	Road,	Arnold,		
Missouri	63010:	
	
The	portable	salt	conveyor	and	any	associated	equipment	complete	pre	the	specifications	to	the	provided	
and	delivered	to	the	City	of	Arnold	Public	Works	Department	located	at	2900	Arnold	Tenbrook	Road	by	
way	of	connection	from	Telegraph	Road	(Missouri	state	Highway	141).	
	
One	Portable	Salt	Conveyor	delivered	to	the	City	of	Arnold	Public	Works	Department	=	$______________	

	 	 	 	 	 	 	 	 	 	 	
	

Estimated	days	to	process	order	&	deliver	salt	conveyor	________________days.	
	

Bidder	states	the	price	provided	below	will	remain	firm	for	120	days	after	bid	opening.	
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The	undersigned	has	examined	the	Plans	and	Specifications	and	the	location	of	the	project	and	has	
satisfied	self	as	to	the	work	to	be	done	and	the	conditions	under	which	it	must	be	carried	out.	
	
NAME	OF	BUSINESS	 _______________________________________________	
	
(If	an	individual)	
SIGNATURE	OF	BIDDER	 _______________________________________________	
	
BUSINESS	ADDRESS	 _______________________________________________	
	
TELEPHONE	NO.	 	 _______________________________________________	
	
(If	Co-partnership)	
FIRM	NAME	 	 _______________________________________________	
	
SIGNATURE	 	 _______________________________________________	
	
BUSINESS	ADDRESS	 _______________________________________________	
	
TELEPHONE	NO.	 	 _______________________________________________	
	
(If	a	Corporation)	
CORPORATE	NAME		 _______________________________________________	
	
SIGNATURE		 	 _______________________________________________	
	
BUSINESS	ADDRESS	 _______________________________________________	
	
TELEPHONE	NO.	 	 _______________________________________________	


